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SECTION A-A

PRECAST DIMENS [ONS REINFORCING BARS PLACED 2 WAYS

MANHOLE

DIAMETER | D T W X TOP LAYER BOTTOM LAYER
60" 6'-0" 5" 6" |3'-6" N/A NO. 5 AT 10" C/C
72" 7'-2" 6" “lar-7" N/A NO. 5 AT 10" C/C
84" g'-4" 7" 8" [5-8" N/A NO. 5 AT 10" C/C
96" 9'-6"| 8" 9” | 6-9“| NO. 4 AT 8" C/C | NO. 6 AT 8" C/C
120" h1'-8" 9” 10" 18°-10"] NO. 4 AT 6" C/C NO. 5 AT 6" C/C

NOTES

1. THE COMBINATION FLATTOP REDUCER DRIP STONE LANDING SHALL BE USED ONLY WHEN THERE ARE PIPES CONNECTED TO THE
RISER UNITS. SEE STANDARD MD 384.13 FOR PLACEMENT.

CONCRETE SHALL BE MIX NO.6 (4500 PSI).

REINFORCEMENT SHALL MEET ASTM A 615 GRADE 60.

THE MANUFACTURER SHALL FORM MALE AND FEMALE ENDS OF JOINTS USING THEIR OWN DESIGN.

LIFT EYES SHALL BE PROVIDED FOR HANDLING.

COST FOR THE CONBINATION FLATTOP REDUCER AND DRIP STONE LANDING [S INCIDENTAL TO THE COST OF THE MANHOLE.
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